
Z-Wave Home Automation Solutions 

Being one of the most advanced Home Automation systems to date, Z-Wave is 
dependable, affordable and most importantly easy to assemble without laying down 
expensive cables.  
The whole Z-Wave Home Automation system is based around the central home controller, 
the Vera controller. It monitors the states of the devices around it and sends the information 
to the central controller using a secure encrypted channel or to your smartphone or PC 
using an internet connection. It allows the user to remotely change the state of their 
devices using a smartphone by first decrypting a message and then forwarding it to the 
desired device. The central home controller can also be set to automatically turn devices 
ON/OFF when a sensor is tripped. 
Z-Wave devices are not only able to communicate with the home controller but also any 
nearby devices in the network. They are also capable of forwarding commands from the 
home controller to neighboring devices, effectively increasing the range of your network 
and assuring its responsiveness is not only fast but also reliable.  
 
For example you can configure your Z-Wave system to automatically turn on the siren 
when a motion sensor is tripped. You can also configure your Z-Wave network to send you 
automated notifications via SMS or email and to save pictures or footage depending on 
which devices become tripped in your home. You can arm or disarm your system on the 
go with your smart phone or at home with a conveniently placed switch. You can 
schedule your light go ON and OFF depends on time of the day, your presents at home or 
other triggers or events. Not only does Z-Wave allow you to remotely monitor and control 
your home it also allows you to create unlimited scenarios to enhance your way of life. You 
can automatically switch on your sirens when an alarm is triggered or turn off your child’s 
night lamp when they fall asleep. The list is endless... 

You don’t have to build your entire home automation system in one go. You can 
add new devices to your Z-Wave network whenever you wish allowing you to tailor 
your system to your ever-changing needs. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Item  Description 

VeraLight firmware:  1.7.569 (UI7) 

   Foscam Camera  FI8910W (Indoor Pan/Tilt IP Camera) 

   Foscam Firmware Version:    11.37.2.59 

   Foscam Embedded  
   Web UI Version: 

 2.4.10.12 

  

  

  

  

  

  

  

 

 

 

 

 

This manual is subject to change without further notice 
The information in this document is subject to change without notice. Digital Home Systems Pty 
Ltd (DHS) does not make any representations or warranties (implied or otherwise) regarding the 

accuracy and completeness 
of this document and shall in no event be liable for any loss of profit or any commercial damage, 

including but not limited to special, incidental, consequential, or other damage. 
 

TRADEMARKS 
All trademarks and registered trademarks are the property of their respective owners or 

companies. 
 

DHS One (1) Year Limited Warranty 
Digital Home Systems Pty Ltd warrants this DHS branded hardware product against defects in 

materials and workmanship under normal use for period of one (1) year from the date of retails 
purchase by the original end user purchaser (‘Warranty Period’). PLEASE NOTE: breaking security 

label will void the warranty. 
 

Terms and conditions 
To see complete terms and conditions browse to 

http://www.digitalhomesystems.com.au/images/stories/DHS_Terms_and_conditions.pdf 
 
 

 
 

 

 

Integration Manual 

 

 
Foscam  FI8910w 

 with VeraLite 
 

VeraLight firmware: 1.7.569 (UI7) 
Foscam FI8910W (Indoor Pan/Tilt IP Camera) 
Device Firmware Version:  11.37.2.59 

Device Embedded Web UI Version: 2.4.10.12 
 
 
 
 
 
 
 
 
 
 

 



1                               Setup   

Setting up your Foscam MJPEG Camera  

1 | Once you have the Foscam IP Camera setup and connected via 
Ethernet/network cable check if camera visible in browser window and you can 
access it. 
2 | By default camera pre-sets and motion detection are disabled on FI8910W 
camera. You have to enable and test them before integrating with your VeraLite 
controller. Login into Foscam Management interface for camera and enable 
these options. 
3 | Download and install Foscam plugin. Login into your Vera controller and 
search for “Foscam IP Camera” in  
Apps ---> Install apps ---> Search app.  
Choose Foscam IP Camera from the list and click “Details” 

 
4 | Confirm that you have selected non H.264 Foscam camera plugin version 2.6 
and click on “install”. After downloading and a few minutes of setup 
configurations you should see a message saying “it’s now safe to exit this screen”. 
Click on “Exit”. 
5 | You should now have Foscam IP Camera plugin installed under the “My apps” 
section 
 

 
6 | You should now have Foscam IP Camera plugin installed under the “My apps” 
section 
7 | Foscam IP Camera has to be added manually as generic IP camera.Go to:  
Devices ---> Additional Devices ---> Security Cameras ---> IP Camera (Generic IP 
Camera) 

 
6 | VeraLite will try to pair your camera automatically but you need to go through 
a few “Next” buttons until you reach the screen with “Manually Install the camera 
(advanced)”. Automated option is not working in UI7 for Foscam. 

 
*You could also add your camera through the Camera section. 
7 | Additional configuration has to be added to Foscam camera. 
You have to give name your camera, setup password and login name. It will be 
used for the parameters string for snapshot etc.: 
http://10.1.1.21/snapshot.cgi?user=Fry&pwd=Yahoo! 
To find IP address (the section is grayed out) you need to click on “List Network 
Devices” button (down below the screen). VeraLite will scan active IP devices in 
your network. Find your camera IP address and click on “add” to add that IP. 

*If you can’t find the IP address of your camera, try to re-boot it.  

You can choose a “Room” now (if you have any) or later.  

You will notice that long “Next” button on the bottom of the page is selectable 
now. Click on it to go the next step. 

 

 

 

 

 

 
“Authentication required” window pops up. Click on “Cancel” and “Next” even if 
the image is not displayed correctly. 

 

After few minutes you should be able to see the image of your Foscam camera. 

*You will notice that Live view doesn’t have any pan and tilt controls or pre-set 
settings. 

Click on “View|Edit” camera settings. 
 



2                                Setup 

 

Go to the “Advance Settings” 

 

In the Camera parameters tab view, type “I_FoscamPTZ.xml” (without the quotes) in 
impl_file section. 

 

 

 

 

 

 

*I_FoscamPTZ.xml file is installed onto your VeraLite during Foscam IP Camera 
plugin installation. You can find it in your Vera files repository collections. 

Now, switch to the “Variables” tab and add extra command onto the “Commands” 
window. 

camera_full_screen,camera_archive_snapshot,camera_up,camera_down,camer
a_left,camera_right,camera_preset 

Change “ReversePan” and “ReverseTilt” from 0 to 1 

 

Click on the “Back” button to return to the “Settings” screen. 

 

 
 

 

 

Next step is to save your settings. 

 

It will take a minute for VeraLite to go through its settings but now camera 
“Live” view should have a navigation arrow across its screen. Camera pre-set 
buttons are there too. 

 


